
© CBS Retaining Walls 01.

SAFETY DATASHEET

01. Identification of Products & Company

Product Name - Precast Concrete Products

Product Description - Precast concrete retaining walls, cantilever 

retaining walls, hybrid gabion retaining walls, Reckli decorative retaining 

walls.

Company – Modular Cubed Ltd - trading as CBS Retaining Walls

Address - Ebor Business Park, Ure Bank Top, Ripon, Yorkshire HG4 1JD

Telephone Number - 01949 490 250

Email - info@cbsretainingwalls.com

02. Composition / Information on Ingredients

Precast concrete is a mixture of sand, cement, aggregates (which may 

contain silica), admixtures and water - some products contain steel 

reinforcement.

03. Identification of Hazards

Precast concrete products are inert and non-hazardous to health. 

However, any cutting, drilling or grinding will produce large amounts of 

dust and flying fragments.

The dust will contain quantities of Respirable Crystalline Silica (RCS). 

Long-term, prolonged exposure to high levels of RCS can lead to an 

increased risk of developing silicosis and lung cancer.

The fragments can be propelled at high speeds, posing a risk of injury or 

damage.

If the concrete has rough edges or steel reinforcement is exposed, cuts 

& abrasions, and skin irritations can occur - gloves should be worn when 

handling.
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04. First-aid Measures

Inhalation - Remove from exposure to an area with fresh air.

Skin contact - Wash thoroughly with soap and water.

Eye contact - Irrigate with eyewash solution or clean water. Take extra 

care as the material is abrasive and may scratch the surface of the eye.

Ingestion - Wash out mouth and drink plenty of water. Seek medical 

attention if large amounts are swallowed.

If in doubt or symptoms persist, seek medical advice. Cuts and 

abrasions should be treated using normal first aid.

05. Fire Fighting Measures

Precast concrete products are not flammable.

06. Accidental Release Measures

Personal protection - Where dust is created, avoid inhaling dust & wear 

a dust mask and goggles. See section 8 for more information.

Environment measures - The release of dust into the atmosphere is not 

a significant hazard. Waste material should be disposed of responsibly.

07. Handling & Storage

Offloading the precast product from the delivery vehicle should be done 

by competent persons using suitable machinery. All lifting equipment 

and vehicles must be capable of lifting the precast units within their safe 

working capacities.

• Under no circumstances should any person stand under or near the 

product during lifting.

• Off-load and store products on hard level surfaces.

• Where lifting points are provided, they must be used.
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08. Exposure Controls & Personal Protection

Workplace exposure limits - The following Workplace Exposure Limits 

(WEL) for airborne dust are given in HSE Guidance Note EH40. Time 

Weighted Average (TWA) of 8 hours.

• Total inhalable dust - 10mg/m3

• Respirable dust - 4mg/m3

• Respirable crystalline silica - 0.1mg/m3

PPE

Respiratory protection - HSE-approved standard 

Hand protection - Abrasion-resistant gloves

Eye protection - HSE-approved standard safety/dust goggles

Skin protection - Overalls

09. Physical & Chemical Properties

Odourless, solid concrete formed from a mixture of sand, aggregate, 

cementitious material, admixtures and water - No other chemical 

properties.

10. Stability & Reactivity

Conditions contributing to chemical instability: 

Non-hazardous decomposition products: None

Special precautions: None
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11. Toxicological Information

Health effects of airborne dust from cutting, drilling and grinding.

Eyes - May cause irritation.

Skin - Unlikely to cause irritation with brief or occasional contact. I

Inhalation - Over a prolonged period, may lead to lung damage. 

Ingestion - Unlikely to cause harm.

12. Ecological Information

Precast products are not hazardous or biodegradable.

13. Disposal Considerations

Concrete is inert and can be recycled - therefore, the disposal of 

precast products should be in accordance with local legal requirements.

14. Transport Information

Precast products are not subject to hazardous substance regulations -

vehicle labelling is not required.

15. Regulatory Information

Precast and prestressed products are not classified as dangerous for 

supply in the UK.
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16. Legislation & Other Information

Health & Safety at Work Act 1974

Control of Substances Hazardous to Health (COSHH) 2002 Manual 

Handling Operations Regulations 1992 (as amended)

The Personal Protective Equipment at Work Regulations 1992 (as 

amended)

Guidance Notes

HSE Guidance Note EH44 - Dust, General Principles of Protection HSE 

Guidance Note EH40 - Workplace Exposure Limits

17. Other Information

The data and advice given above apply when the products are used as 

intended.

If the products are re-distributed for sale, details of their hazards and 

recommendations for safe handling should be passed to all customers.

If you are an employer, it is your duty to tell your employees and others 

who may be affected by any hazards described in this sheet, and of any 

precautions which should be taken.

Information on Safety and Handling is continuously being updated, and 

further advice, as it becomes available, can be given on request.
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18. Legal Notice

The information contained in this Safety Data Sheet was considered the best available at the date of issue. However, no warranty is made or implied that 

the information is accurate or complete. It is the user's obligation to evaluate and use these products safely and to comply with all the applicable laws and 

regulations.


